Class-5 Softswitch

The SL-CSE is a feature-rich CLASS 5 Softswitch. The SL-CSE uses the Excel Converged Services Platform (CSP) to provide
solutions for Class 4 Tandem, Class 5 Central Office and other services. SL-CSE boasts an advanced routing architecture to allow
legacy users to take full advantage of a VolP centric network such as making PRI to SIP and SS7 to SIP calls possible. The
SL-CSE can also be used to fully interconnect legacy PSTN components such as CAS, SS7 and PRI.
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Media Gateway
e Call Routing from the ISDN networks (Q. 931 PRI) to VoIP network using SIP.
« Call Routing from the ISDN networks (Q. 931 PRI) to the PSTN network. SwitchlLabs offers a
= Support for CAS MT & DTMF, CAS Wink Start, Inmediate Start, Loop Start & Ground Start. suite of innovative, cost
= Support for FXS/FXO. efficient, fault-tolerant
- Support for ITU-T G.711 A, G.711 U, G.723, G.729. applications that allow
- Support for SIP (IETF RFC 3261). seamless integration of
- Support for SS7 - ISUP, MTP3 (ANSI-T1.111, ANSI-T1.112, ANSI-T1.113). traditional and next

e Support for IETF RFC 2866 (RADIUS) for Call Detail Recording. generation networks.

< Greater than Five-Nines Availability: Uptime based on real-world deployment over two years

by a North American CLEC.

» Efficient web based Administration and Monitoring.
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